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GATE POST

FENCE

HEIGHT

Less

WIDTHS

NOMINAL

FENCE

HEIGHT
ROUND ROLL

FORMED
H

ROUND ROLL FORMED ROLL FORMEDROUND
H

TYPICAL MEMBER DIMENSIONS    

BRACES

(See Notes)

LINE POSTS

NOTES:
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& less
2"

END, LATCH & CORNER POSTS

Max
6’

ID ID ID

1 1/2 " 1 7/8 " x 1 5/8 " 1 7/8 " x 1 5/8 " 3 1/2 " x 3 1/2 " 2" x 1 3/4 " 1 1/4 " 1 1/2 " x 1 5/16 " 1 5/8 " x 1 1/4 " 1 3/4 " x 1 1/4 "

2 1/2 "

4"

5"

6"

4.95 LB

��Ô�
PER FOOT

6’-0" and

Over 6’-0"

thru 12’-0"

Over 12’-0"

thru 18’-0"

Over 18’-0"

to 24’-0"

Up thru 6’-0"

WEIGHT

10.79 LB

14.62 LB

18.97 LB

ID

 

 

 

 

 

Line post

used as an alternate to a diagonal brace

Horizontal brace with truss rod may be

Diagonal  brace

Tension wires Line post

Brace to be removed after all other

fence construction is completed

unless otherwise directed by the

Engineer

0
’-

6
"

Brace

Truss

rods

38" steel truss rods

8’-0" Max

Gate panel

Gate post Vertical stay Latch post

Diagonal  brace or

horizontal brace with

truss rods

6’-0"
Gate

Length as specified

3’-0" at Gate post

2
"

C
lr

6’-0"

PCC

Line posts at 1000’-0" maximum intervals

braced and trussed in both directions

except that this bracing and

trussing may be omitted when the

fabric is stretched by the equipment

Not less than 3 times maximum cross

section of post with minimum of 8"

2’-6" for fabric less than 5’-0" high

3’-0" for fabric 5’-0" and over

3’-0" for fabric 5’-0" and over

2’-6" for fabric less than 5’-0" high

END AND CORNER POST ASSEMBLY

6’-0"

6’-0"

PCC

2
"
 M

a
x

angles to R/W lines. Taper to achieve offset to be at least 20’-0" long.

Offset to be 2’-0" at monument locations, measured at right

Dimensions shown are nominal.

Options exercised shall be uniform on any one project.

of the Engineer.

other provisions of the Specifications may be used on approval

Other sections which comply with the strength requirements and

requirements and other provisions of the Specifications.

Sections shown in the tables must also comply with the strength

may comply with the Specifications.

The above table shows examples of post and brace sections which 

6.

5.

4.

3.

2.

1.

Engineer.

Larger sizes may be used on approval of the

Above post dimensions and weights are minimums.

FG

6
’-

0
"

4"

CONCRETE FOUNDATION NOT

LESS THAN 12" DIAMETER

AND 36" DEEP

12" PREMOLDED

EXPANSION JOINT,

TYP

CONCRETE FOUNDATION NOT

LESS THAN 12" DIAMETER

AND 36" DEEP

4"

10’-0" TYP

FENCE MODULE

FG

12" PREMOLDED

EXPANSION JOINT,

TYP

ANTI-SAG SUPPORT FIXED

TO BOTTOM RAIL, 2 AT

EACH MODULE

6
’-

0
"

ROLLING GATE

BEYOND

4"

6
’-

0
"

ROLLING STL FENCE GATE,

WHEELS, TRACK AND MOTOR

PER MANUFACTURER

NOTE:

NOTE:

TYP

18"

GATE

FRAME

PICKET

CONCRETE FOOTING

NOT LESS THAN 12"

DIAMETER AND 36"

DEEP, TYP

FG 4
"

UNPAVED CONDITIONS

SLOPE AWAY

FROM SLAB

4.75" AGGREGATE BASENOTES:

1.  SLAB EXPANSION JOINTS

SHALL BE AT 24’-0" MAX

TO 95% RELATIVE COMPACTION

SCARIFY & RECOMPACT SUBGRADE

1
’-

0
"

0
.5

’

2"
CONCRETE

PAVED CONDITIONS

AC PAVEMENT

#4 @ 12" EW

12"

4"

6"

#4 REBAR

FG

1"

Type CL-2 = 6’-0" fabric

6’-0"

4
"

STL FENCE GATE

ACCESS

PER

TENSION CABLE, TYP

TRAFFIC - RATED SIDEWALK

CONCRETE FENCE
FOOTING

3’ PEDESTRIAN SWING GATE

CHAIN LINK FENCE

MOTORIZED ROLLING VEHICLE GATE

107

9

1

3

6

2

9

8

-

-

9
-

5

-

9
-

CONCRETE FOOTING

PER                , TYP

CONCRETE FOOTING

PER                   , TYP

CONCRETE FOOTING

PER                 , TYP

SEE SHT C-7

FOR WIDTH

MANUAL ROLLING VEHICLE GATE

ALL GATES, GATE COMPONENTS

AND FENCE SHALL BE MANUFACTURED

BY CUSTOM GATE SYSTEMS INC,

OR EQUAL.

 

FG

6
’-

0
"

4"

CONCRETE FOOTING

NOT LESS THAN 12"

DIAMETER AND 36"

DEEP, TYP

CONCRETE FOOTING

PER                   , TYP

9
-

SEE SHT C-7 FOR GATE WIDTH

3/4" X 3/4"

STL TUBE

1-1/4" WIDE BY 1/2" THICK

STL BAR STOCK WELDED

TO 1-1/4" STL GATE TUBES

AND 3/4" STL TUBES

PADLOCK AND INTERLOCKING

ROD SETUP

LOCK CUT-OUT WELDED

TO STL FENCE, TYP

TYP DECORATIVE FENCE SECTION

2-1/2" X 2-1/2" STL TUBE

POST WITH FOUNDATION

RIVET PICKET

TO RAIL

1-1/4" X 1-1/4"

STL TUBE

10’-0", TYP

4" X 4" STL TUBE

GATE POST WITH

FOUNDATION

3/4" X 3/4"

STL TUBE

3/4" X 3/4"

STL TUBE

1-1/4" X 1-1/4"

STL TUBE

3’-4"

4" X 4" STL

TUBE POSTS

WITH FOUNDATION

3/4" X 3/4"

STL TUBE

1-1/4" X 1-1/4"

STL TUBE

3’-0"

4" X 4" STL

TUBE POSTS

WITH FOUNDATION

3/4" X 3/4"

STL TUBE

1-1/4" X 1-1/4"

STL TUBE

8
-

GATE OPENING

RAIL

 

PICKET

 

ANGLE LATCH 

PROTECTOR

 
BACKING FOR EDGE

OF PERFORATED PLATE

 

MIN 3 HINGES PER

GATE LEAF.

NOTE:

TYP

RAIL

HINGE

 

1"

1
"

2
’-

0
"

2 PICKET

SPACING

 

3 PICKET

SPACING

 

FINISH

GRADE

2
’-

6
" 

M
IN

3
’-

8
" 

M
A

X4
-

ANGLE LATCH

PROTECTOR

VERTICAL

PICKET

LEVER

LOCKSET

PERFORATED STEEL 

PLATE WELDED 

TO GATE

LEVERCL

1/8" THICK PERFORATED

STL PLATE PER

1-1/4" X 1-1/4" STL TUBE

4
HINGE GATE - STRIKE

STL TUBE

GATE FRAME

1-1/4" X 1-1/4

STL TUBE
STL TUBE JAMB POST

ROUND CORNER

1/2" RADIUS MAX

5
HINGE GATE - JAMB

SWING GATE LOCK
8

2"2"

PANIC BAR

W/BACK PLATE

PER SPECIFICATIONS

36" MIN

PER SPEC.

4" X 4" STL TUBE

GATE POST WITH

FOUNDATION

Tension Band (Typ),

See Sheet 25

NOTE:

1.

T
y

p

STEEL TRACK PER 

MANUFACTURER’S

RECOMMENDATION

STEEL TRACK PER 

MANUFACTURER’S

RECOMMENDATION

Connection details per sheet C-25.

Horizontal brace "H" per schedule with

GATE LEAF

STL TUBE JAMB POST
4" X 4" STL

TUBE WITH

FOUNDATION
4" X 4" STL TUBE

6"

3" MAX

6
"

TYP

1/8" THICK, 10" HIGH

STEEL KICK PLATE

WELDED TO GATE

1/8

KICK PLATE


